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Volume Report

Subgrade vs. Sfripped

Area Volume Comp/Ratic Compact Export Change
Total Cut Fill _OnGrade Cut  Fill Cut Fill _Cut Fill -import Per.{ Ft
Building Pad 8,174 0 8,174 0 0 679 1.00 1.15 0 781 -781 35
Landscape Respread 30,716 66 30,482 168 11,591 1.00 1.5 1 1,830 -1,829 131
Pavement Concrete 2,968 52 2,839 77 0 160 1.00 1.15 0 184 -184 13
Pavement Concrete 1,803 0 1,803 0 0 113 1100 115 0 130 -130 8
Pavement HD 21,601 768 19,140 1,693 8 551 1.00 1.5 8 634 -626 92
Pavement LD 2,880 0 2,880 0 0 103 1.00 1.15 0 118 -118 12
Pavement LD 2,941 0 2,941 0 0 103 1.00 1.15 0 118 -118 13
Pavement Sub: 32,193 820 29,603 1,770 8 1,030 8 1,184 -1,17% 138
Sidewalk 117 0 147 0 0 4 1.00 1.5 0 5 -5 0
Sidewalk 41 0 41 0 0 1 1100 1.5 0 1 -1 0
Sidewalk 1,479 0 1,479 0 0 109 1.00 1.15 0 125 -125 6
Sidewalk 250 0 250 0 0 21 1.00 1.15 0 24 -24 1
Sidewalk 178 0 178 0 0 15 1.00 1.15 0 17 -17 1
Sidewalk 166 0 166 0 0 10 1100 1.15 0 12 -12 1
Sidewalk 90 0 90 0 0 7 1.00 1.15 0 8 -8 0
Sidewalk Sub: 2,321 0 2,321 0 0 167 0 192 =192 9
Regions Total (73.404‘51’) 886 70,680 1,938 9 3,467 9 3,98?‘-3,973‘1‘{{313
.77 A<RES \MPORT
Plane Slope
Stripping Qtys Area Area Depth  Velume
Demo Sidewalk 248 (2485F) 0.333 3
Topsoil Stripping 73,155 (73,194s5¢)0.500  (1,355¢v)
Stripping Total 73,403 73,442 1,368
Plane Slope
Sectional Qtys Area Area Depth Velume
Building Pad (8.174%F) 8,195  0.500 152
Landscape Respread 30,716 (31,514SF) 0.333 (389¢e¥)
Pavement Conerete 2,968 2,974 0.667 73
Pavement Concrete 1,803 1,806 0.667 45
Pavement HD 21,601 21,950 0.833 677
Pavement LD 2,880 2,888 0.625 67
PavementLD 2,941 2,950 0.625 68
Pavement Sub: 32,193 (32,668 5F) 930
Sidewalk 166 168 0.333 2
Sidewalk 1,479 1,485 0.333 18
Sidewalk 250 251 0.333 3
Sidewalk 90 94 0.333 1
Sidewalk 178 178 0.333 2
Sidewalk 117 118 0.333 1
Sidewalk 41 41 0.333 1
Sidewalk Sub: 2,321 (2.3355:) 28
Sectional Total 73,404 74,612 1,489

Note: Ground Tech, Inc.-(GTI) estimated quantities are based only upon information supplied to computer operator at the time of input. GTI
makes no representation and assumes no responsibility for the accuracy of that supplied information. Quantities generated by GTI are based
upon the accuracy of that information and so it is the sole responsibility of the end user to verfy all information and quantities generated by GTI.
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